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Centre Certification Inspection Report

This report includes the following chapters:

1. Identification

2. State of approaches

3. State of lanes

4. State of pin decks

5. State of pin spotting

6. State of lane machines and patterns

7. State of the centre maintenance

8. General conclusion and list of outstandings

9. Measurements lane by lane

1. Identification

	Centre
	

	Address
	

	City
	

	Country
	

	Centre website
	

	Contact person
	

	Inspection period
	

	Inspected by
	

	Inspection category
	

	Certified date
	


2. State of approaches

3. State of lanes

4. State of pin decks

5. State of pin spotting

6. State of lane machines and patterns

7. State of the centre maintenance

8. General conclusion and list of outstandings

9. Measurements lane by lane
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	Approach measurements
	Measurement

	The length of the approach is minimum 15 feet (Yes/No)
	

	The crown of the approach  is maximum ¼ of an inch (Yes/No)
	

	The depression of the approach is maximum ¼ of an inch (Yes/No)
	


	Foul line measurements
	Measurement

	The width of the foul line is maximum 1 inch and minimum 3/8 of an inch (Yes/No)
	

	The foul line detector is working (Yes/No)
	


	Lane measurements
	Measurement

	The length of the lane is 60 feet +/- ½ inch from the lane side of the foul line to the centre of pin 1 (Yes/No)
	

	The width of the lane is minimum 41 inches and maximum 42 inches (Yes/No)
	

	The dots and arrows are embedded in the surface of the lane and at equidistant from another (Yes/No)
	

	The gap between the leading and trailing edge of adjoining panels across the width of the lane, does not exceed 50/1000 inch at the time of installation (Yes/No)
	

	The leading edge of one panel/pin deck is flush with, or not more than 25/1000 inch below the trailing edge of the adjoining panel at any point across the width of the lane (Yes/No)
	


	Lane measurements
	7 feet
	15 feet
	20 feet
	25 feet
	30 feet
	35 feet
	40 feet
	45 feet
	50 feet
	55 feet

	Crosswise tilt
	
	
	
	
	
	
	
	
	
	

	Depression / Crown at the 7 pin side
	
	
	
	
	
	
	
	
	
	

	Depression / Crown in the middle
	
	
	
	
	
	
	
	
	
	

	Depression / Crown at the 10 pin side
	
	
	
	
	
	
	
	
	
	

	Crosswise tilt and depressions of the lanes (maximum 40/1000)


	Pin deck measurements
	Measurement

	The width of the pin deck is minimum 41 inches and maximum 42 inches (Yes/No)
	

	Lengthwise level 6-10 (maximum 3/16 inches - 187/1000)
	

	Crosswise tilt (maximum 40/1000)
	

	Lengthwise level 4-7 (maximum 3/16 inches - 187/1000)
	

	Synthetic edge strips are attached to the sides of the pin deck (Yes / No)
	

	The edge strip thickness is maximum ½ inch (Yes/No)
	

	The edge strip depth of the time of installation is minimum 1½ inch (Yes/No)
	

	The edge strip radius is 5/32 inch (Yes/No)
	


9. Measurements lane by lane
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	Kickback measurements
	Measurement

	Kick back distance to the pin deck at the 7 pin side (minimum 12 inches and maximum 12 1/8 inches)
	

	Kick back distance to the pin deck at the 10 pin side (minimum 12 inches and maximum 12 1/8 inches)
	

	Distance between kick backs (minimum 60 inches and maximum 60¼ inches)
	

	The kickback plate thickness is maximum 3 1/6 inches (Yes/No)
	


	Gutters measurements
	Measurement

	The width of the gutter at the 7 pin side is minimum 9 inches and maximum 9½ inches (Yes/No)
	

	The width of the gutter at the 10 pin side is minimum 9 inches and maximum 9½ inches (Yes/No)
	

	Gutter depth at the 7 pin side (minimum 3 3/8 inches and maximum 3 5/8 inches)
	

	Gutter depth at the 10 pin side (minimum 3 3/8 inches and maximum 3 5/8 inches)
	

	From a point opposite or within 15 inches ahead of the spot of pin 1, the gutters must have square bottoms and descent gradually (Yes/No)
	


	Pit measurements
	Measurement

	The pit length is minimum 25 inches (Yes/No)
	

	The pit depth is minimum 4¾ inches (Yes/No)
	

	The pit floor at the tail plank is minimum 4¾ inches below the pin deck surface (Yes/No)
	


	Pin spot measurements
	Measurement

	The pin spot from the edge at the 7 pin side is minimum 2½ inches and maximum 3 inches (Yes/No)
	

	The pin spot from the edge at the 10 pin side is minimum 2½ inches and maximum 3 inches (Yes/No)
	

	The pin spots are 2¼ in diameter and are spaced 12 inches from each other (Yes/No)
	

	The pin spot of pin 1 is at equidistant from both edges of the lane and both kickbacks and not less than 30 inches from its centre to the kickbacks (Yes/No)
	

	The pinsetter places the pins completely on the pin spots at the pin deck (Yes/No)
	


Other outstandings
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